
One Year Warranty

This product  is  worronled ogoinsl  defects in moter io ls or
workmonship for  one (1)  yeor f rom the dote of  or ig inol  purchose.  l t
does not  cover domoges or  weor resul t ing f rom occident ,  misuse,
obuse,  commercio l  use,  or  unoulhor ized odiustment ond/or  repoir .

Should this product require service (or replocement ot our oplion)
while under worronly, do not return to reloiler. Pleose pock the item
coreful ly  ond re lurn i t  prepoid,  o long wi th o store receipt  showing
dote of  purchose ond o note explo in ing reoson for  re lurn to:

Toylor Precision Products
222O Enrrodo Del Sol

Los Cruces, New Mexico 88001
www.tqylorusq.cOm

There ore no express worronl ies excepl  os l is led obove.  This worronty
gives you speci f ic  legol  r ights,  ond you moy hove ofher r ights which
vorv from slole lo slole.

Mode to our exocl specificotions in Chino.

lo2004 Toylor Precision Group, LLC ond its offi l iqted componies, oll r ights
reserved. Toylor(et is o regisiered trodenrork ond Leoding lhe Woy in Accurocy'"
is o trodemork of Toylor Precision Producls Group, LLC ond its offi l iored
conrpon ies .  A l l  r igh ts  reserved.
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Digital Wireless
Rain Gauge

lndoor Thermometer & Clock
with Remote Rain Gause
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Congrotulolion s on your purchose of the Toylor@; Digitol Wire/ess Roin
Gouge. fhis slole-of-the-ort meosuremenl instrument is engineered
ond designed lo meel the highesl quolity standords...lo ossure you
uncompromising occurocy ond consislently dependoble, convenient
pertormonce. ln order to oplimize its funclion, pleose reod this
instruclion monuol coref ully before use. . . ond keep il hondy f or f uture
reference.

Description of Parts
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Main Features & How to Access Fnnctions

Disploy
Doi ly Roinfol l  Disploy.  Repor ls todoy's ioto l  ro info l l .
Weekly/Month ly lTotol  Accumuloted Roi  nfo l  I  Disploy.  Shows
ei ther the weekly,  monthly,  or  toto l  occumuloted ro info l l .  The
"WEEK" icon oppeors obove the ro info l l  d ig i ts  when the
receiver is  in week mode. The "MONTH" icon oppeors
dur ing nronthly mode. l f  no icon is  v is ib le,  the toto l
occumuloted ro info l l  is  d isployed.  Press "MODE" to toggle
between the di f fereni  d isploys.

Line 3 Clock ond Colendor d isploy.  Shows the current  l ime, dole,
ond dov of  lhe weer.

2.  MODE Bul lon
Enier  Time Sett ing mode.

3 . " + " B u f l o n
Advonces c lock/colendor sei t ings dur ing Time Sel t ing mode.
Resets Doi ly ,  Weekly,  Monlhly,  or  Tolo l  occumuloted ro info l l  doto.
Concels the registrot ion between lhe receiver ond t ronsmit ter  ond
regis lers o new signol  between the uni ls .

Reverses c lock/colendor set l ings dur ing Time Sett ing mode.
Toggles between Weekly,  Monthly,  ond Totol  occumuloted ro info l l .
Swi lches between inch ond mi l l imeter uni ls  of  meosuremenl .

5.  Bol fery Comporfmenf
The receiver uni l  requires 2 AA olkol ine bol ler ies (not  inc luded).
See Bollery lnstollotion seclion of this monuol.

6. Toble Stond
Pul l  the bot iom of  stond out  f rom the housing for  stoble p locemenl
of  the uni t  on o f lot  sur foce.

7. Woll Mounl
The bock of  the receiver hos o recessed kev hole fo secure the uni t
l o  o  wo l l ,
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Remote Rain Gauge I'ransmitter

Botlery Compqrtmenl
The t ronsmit ier  reouires 2 AA olkol ine
bol ler ies (not  inc luded).  See Bol lery
lnstol lot ion sect ion of  lh is monuol .

Ro in  Gouge  Ne i
A protect ive s io in less s leel  nel  is  p loced
on top of  the ro in gouge lo guord ogoinst  rocks,

leofs,  ond other debr is col lect ing in the ro in
gouge. The net  moy be removed for  c leoning by
pu l l i ng  up  on  l he  r i ng  o t  t he  s i de  o f  t he  ne i .

lmportont:
The rqin gauge should not be left ouldoors in
temperolures ot or below -4"F (-20"C) or in snowy
weother. If the temperoture drops to this level or it hegins to

snory remove the roin gduge to on indoor areo.

Battem Installqtiort

For the initiol instollotion, inserl the bolleries inlo the receiver vnit first,
lhen the lronsmilter. Ploce lhe receiver ond tronsrnitler gouge nexf lo
eqch other during bottery instollotion for best signol initiolizotion.

Receiver:
l .  L i f f  of t  the bot tery compdrtment cover locoled on the bock of  ihe

un i l .
2.  Insert  2 AA olkol ine bqt ter ies os indicoted by the polor i ly  symbols

morked inside the bot tery compor lmenl .
3.  Af ter  insto l l ing the bol ler ies,  the disploy wi l l  show f loshing doshes.

Once lhe ro in gouge's bot ter ies ore insto l ied ond the uni l
successful ly  t ronsmi is o s ignol ,  lhe receiver wi l l  show zeros.

4,  Reploce lhe bot tery comportment cover.

B atte ry I n s tal latio n (c o n tittu e d)

Roin Gouge f rqnsmit ter :
l .  Unscrew lhe 2 screws ol  eoch s ide of  the t ronsmit ter .  Coreful lv  l i f t

the lop cosing f rom the bose.  (see f igure A)
2.  Unscrew the 4 screws f rom lhe Bottery Compor imenl  Cover

( ident i f ioble by the bot tery d iogrom morkings).  Remove lhe cover
ond inser l  2 AA olkol ine bot ter ies os indicoted by ihe polor i ty
synrbols morked inside the bot lery comportment.

3,  The ro in cup hos been seoled to prevenl  t ipping ond domoge
during shipping. Before first use pleose remove the seal lo
ollow the roin cup to fill ond emply when roinfoll occurs.

4.  Reploce the Bottery Compor lment Cover ond lhe screws.
5.  Coreful ly  reploce the cosing on lop of  the bose.  Reploce lhe

screws.
6.  When bot ler ies ore insto l led in both uni ls .  press ond hold the "+"

button for 3 seconds to set o new registroiion code for ihe
recerver.

7.  The l ronsmi l ter  wi l l  begin to l ronsmi l  s ignols io the receiver.
Posi l ion the receiver ond l ronsmit ter  c lose to eoch other lo ensure
best  l ronsmission resul is .

8.  Press the "+" but ton to ensure the Weeklv rq info l l  toto l  is  resel  lo
zero.  Press lhe "-"  but lon to chonge to the Monthly ro info l l  ond
oress "+" to resel  i t  lo  zero.  Reoeoi  to reset  lhe Totol  ro info l l
d isploy to zero.  Press "-"  ogoin to return to the Weekly d isploy.
The receiver wi l l  show zeros insteod of  doshes when o s ignol  is
successful ly  received.  l f  the receiver cont inues io show doshes,
remove the receiver 's  bot ter ies ond reoeot ins l ruct ions obove.

Ilattery Replacement

l .  When reodings grow dim, i r regulor ,  or  vonish,  or  the receiver
shows f ixed doshes,  the bol ter ies moy need to be reploced.  Fol low
the steps obove for  Bot tery Instol lot ion.

2.  Nole:  Replocing the receiver 's  bot ler ies wi l l  c leor lhe
memory,  qnd ql l  ro info l l  lo to ls wi l l  resel  to zero.

3.  Af ter  replocing bol ter ies in the t ronsmit tet  press ond hold lhe "  +"
bui ton for  3 seconds lo concel  the previous s ignol  registrot ion ond
register  o new signol  belween the uni ts.  The Lines I  ond 2 on the
LCD wi l l  b l ink "- - - -"  for  l0 seconds- The uni ts ore i ronsmit l ing
proper ly when zeros oppeor on the LCD. l f  th is does not  occur,
press ond hold the "*"  but lon ogoin to l r igger o new regis l ro l ion
signol .  Reposi t ioning lhe uni ts moy improve s ignol  l ronsmission.  l f
the LCD st i l l  does not  show zeros,  remove ond re instol l  the
tronsmi l ler  bot ter ies ond repeol  lhe steps obove.

Roin Gouge
Net
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Setting Up The Roin Gouge Tronsmitter
Figure: A Importanl: When the iemperrrture lolls below freezing, the

botteries of ouldoor units may freeze, lowering their voltage
supply and eflective ronge. Use Lilhium botleries to insure
operotion below lO'F (-12"C).

How to Set and Use Clock & Calendar Functions

l .  Hold the MODE button for  3 seconds lo enler  Time Sel t ing mode.
2.  Press "+" or  " -"  bul lons to select  12 or  24 hour c lock mode.

Press MODE to enier .
3.  Press "+" or  " -"  but tons lo sei  the yeor.  Hold down the but tons to

qdvonce dig i ts  quickly.  Press MODE lo enter .
4.  Conl inue lo set  the month,  doyldote,  hour,  ond minules by

pressing "  +"  or  " -"  ond then pressing MODE io enter  the dolo.
Hold down the but tons to odvonce dig i ts  quickly.

5.  Af ter  select ing lhe minutes ond pressing MODE, the c lock selup
wi l l  be comolete.

6.  l f  no but tons ore pressed wi th in 5 seconds,  the c lock wi l l  revert  to
i ts  or ig inol  set l ing

How To Set Up and Use Your Wireless Ruin Gsuge

l .  Fol low Bottery Inslo l lo l ion ond Clock/Colendor Sei  Up os di rected
ooove.

2.  Ploce the receiver uni l  os c lose os possib le lo the l ronsmit ter  ( they
must be wi th in 

' l00 
feet  of  eoch other) .  This wi l l  ensure eosy

synchronizol ion between the i ronsmission ond recept ion of  s ignols
os you set  up your wire less ro in gouge.

3.  The receiver uni l  should disploy zeros of ter  proper bol tery
insio l lot ion ond regis i ro l ion s ignol  in i t io l izol ion.  l f  the receiver s l i l l
shows doshes,  re inslo l l  the receiver 's  bot ter ies.  See Bol tery
lnstol lo i ion secl ion for  detoi led insl rucl ions.

Nofe:  The ef fect ive t ronsmission ronge of  lhe ro in gouge is 100 feei .
The effective ronge is vostly offected by building moleriols, physicol
obstrucl ions ( t ress,  sheds,  founloins.  etc) ,  ond where the receiver
ond l ronsmi l ter  uni ts ore posi i ioned. Try vor ious set  ups for  lhe
best  resul t .  Shorten the distonce between the receiver ond
tronsmit ler  uni ts when necessory.
Keep fhe tronsmilter ot leost 3 feet from ony obstructions
which moy offect rqin collection. For instonce, do not ploce
the tronsmilter g.tuge under o Jree. os woter dripping from
leoves into lhe rain cup witl oversfote sctual rainfall.

4.  The receiver uni t  is  foctory sel  to d isploy toto l  ro info l l  in  inches.  To
swi lch meosurement to mi l l imeiers.  press ond hold the "-"  but ton
for  3 seconds.  The displov wi l l  swi lch to mi l l imelers.  

8s 2w,r j : r  10rr

Unscrew the
2 screws fhen
lift fhe top
cqsing off

Be sure lo
remove lhe
secrl lrom
fhe ro in cup
before using

Use 2 'AA'botferies

the 4 screws from
lhe boltery compqrlmenl

cover

Unscrew



How to Read Rainfall Dstu

l .  Your Toylor@ Wireless Roin Gouge wi l l  t rock f  he omounl  of  doi ly ,
weekly,  ond monihly ro info l l .  l l  wi l l  o lso report  to lo l  occunrulq led
roinfo l l ,  which is  the toto l  ro info l l  recorded s ince the uni l  wos lqst
reset to zero. Press the "-" button to loggle beiween the different
disploys.

2,  A s ignol  is  sent  f rom ihe l ronsmi i ler  lo lhe receiver every 30
secondswhen  i t  i s  r o i n i ng .  l f  i he re  i s  no  ro i n fo l l ,  o  s i gno l  w i l l
t rqnsmi l  every 2\ /z minutes.  This s ignol  wi l l  updote the doto on the
receiver i f  ony chonges hove occurred.

3.  As ro info l l  occurs,  the Doi ly  Roinfol l  Disploy wi l l  show the omounl
of  ro in occumuloted throughout the doy.  When the c lock reoches
midnight ,  the disploy for  doi ly  ro info l l  wi l l  outomot icol ly  reset  fo
zefo.

4.  For the f i rs t  doy of  ro info l l ,  the Doi ly ,  Weekly,  Monthly,  ond Totol
r o i n fo l l  occumu lo t i on  w i l l  be  t he  some .  As  odd i t i ono l  r o i n fo l l
occurs throughout the week/month,  the uni t  wi l l  odd the rq info l l
omounls together for  o weekly/monthly/  toto l  ro info l l
occumu lo t i on .

5.  The Weekly ro info l l  lo to l  occumulotes f rom Sundoy to Soturdoy.
When fhe c lock reqches l2:00om (midnight)  every Sundoy,  the
weekly toto l  ro info l l  wi l l  outomot icol ly  resei  to zero.

6.  The Monthly ro info l l  toto l  occumulotes f rom the f i rs t  doy of  the
colendor month lo the lost  dov.  When the c lock reoches l2:00om
(midnight)  on lhe f i rs t  doy of  ihe month,  the monthly toto l  ro info l l
wi l l  outomot icol ly  reset  lo zero.

7.  Tolo l  Roinfol l  occumuloles f rom the f i rs t  doy lhe ro in gouge is put
into use.  The receiver wi l l  cont inue io record Totol  Roinfol l  unt i l  the
user c leors fhe memory or  lhe bol ler ies ore reploced.

8.  To monuol ly  resel  e i lher the Doi ly ,  Weekly,  Monthly,  or  Totol  Roinfol l
occumulot ions,  f i rs t  press the "-"  but fon to selecl  the memory to be
cfeored. Press the " *" key. The dolo will reset to zero.

Transmis sion Colli sion

Signols f rom olher household devices,  such os doorbel ls ,  home
security syslems ond entry controls, moy lempororily interfere with lhe
roin gouge t ronsmissions.  This is  normol  ond does not  of fect  the
generol  performonce of  ih is produci .  The t ronsmission wi l l  resume
once fhe in ier ference receoes.

Trouble-Shooting
Disconnected Signols
lf the receiver unil does nol receiye o lronsmission for I hour, the
disploy will show doshes. To correct lhis problem:

l .  Check  t ho t  t he  ro i n  gouge  i s  p rope r l y  pos i t i oned ,  w i t h i n  o  100 '
t ronsmission ronge.

2.  Check lo moke sure the l ronsmission polh is  c leor of  obstocles ond
inier ference.

3.  l f  new bot ter ies ore foul ty on lhe in i t io l  ins lo l lot ion,  insto l l  f resh
bot ler ies,  fo l lowing the s leps in fhe Bottery Inslo l lot ion sect ion of
t h i s  monuo l .

Note:  This equipmenl  hos been tested ond found to comply wi ih the
l imi ts for  o Closs B dig i to l  device,  pursuonl  to Port  l5 of  ihe FCC
Rules.  These l imi ts ore designed lo provide reosonoble protecl ion
ogoinsl  horm{ul  in ler ference in o resident io l  insto l lo l ion.  This
equipment generqles,  uses,  ond con rodio le rodio f requency
energy ond,  i f  nof  insto l led ond used in occordonce wi th the
instruct ions,  moy couse hormful  inter ference to rodio
communicol ions.  However,  there is  no guorontee lhol  inter ference
wi l l  not  occur in o port iculor  insto l lot ion.  l f  th is equipment does
couse hormful  in ler ference to rodio or  le levis ion receof ion.  which
con be delermined by lurning the equipment of f  ond on,  lhe user is
encouroged to l ry  to correct  the in ler ference by one or  nrore of  the
fol lowing meosures:

-  Reor ienl  or  re locole fhe ro in gouge equipment.
-  Increose the distonce between the rodio/ te levis ion

equipment ond ro in gouge receiver.

Modificotions not ovthorized by the monufoclurer moy void
user's outhorily to operote this device.

;
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Precautions
fhis Digito/ Wireless Roin Gouge is engineered fo give you yeors of
solisfoctory service if you hondle it coref ully, following these guidelines;

l  The receiver is  intended for  indoor use only.  l t  is  not  seoled ogoinsl
moisture ond could be domoged i f  used outdoors.

2.  Do not  immerse lhe receiver uni t  in woter.  l f  you spi l l  l iquid on i t ,
dry i t  immediotely wi th o sof t ,  l in t - f ree c loth.

3,  The l ronsmit ter  is  weother-resis lont  but  not  woteroroof .  Do nol
immerse the ro in gouge in woter or  o l low snow to occumulole in
i t .  l f  th is occidentol ly  occurs,  dry i t  immediotely wi th o sof l ,  l in l - f ree
c lo th .

4.  Though the l ronsmit ter  is  f rosl - resis lont ,  i t  should not  be lef t
ouidoors in snow or ot  temperotures ol  or  below -4 'F (-20'C).  l f
the iemperoiure fo l ls  below th is poin l  or  i f  snow occumulotes,
remove the i ronsmi l ler  to on indoor oreo.  Ofherwise,  permdnent
domoge to ihe ro in gouge's in iernol  c i rcui ls  moy occur.

5.  Do not  c leon ei ther uni t  wi th obrosive or  corrosive moter io ls.  This
moy scrotch plostic ports ond corrode electronic circuits.

6.  Do not  subiecl  e i ther uni t  to excessive force,  shock,  dust ,
temperoture or  humidi ty.  This moy resul i  in  mol funct ion,  shor ler
electronic l i fe spon, domoged bot ler ies or  d istor led ports.  This
equipment conloins no user-serv iceoble por ls.  Do not  tomper wi lh
ei ther uni t 's  internol  componenis.  Doing so wi l l  invol idole the
worronty on lh is product  ond moy couse domoge.

7.  Do not  mix o ld ond new bot ter ies.  Remove the bot fer ies i f  th is
product  wi l l  not  be used for  o long t ime.

8.  Alwoys refer  lo lh is instrucl ion monuol  before operol ing lh is
producl .

lmportant: Though the fronsmitter is weqther- dnd frost-
resistont, i| should never be submerged in woler or leh
oufside during snowy weqfher. Also pleose note fhe
trsnsmitter should not be lelt outdoors in femperdtures ol
or below -4'F (-20C). lf ihe iemperdlvre drops to this level,
nrove the transmilter to sn indoor qreo. Both fhe
tronsmifier ond the receiver unit should be kep| ot
temperdtures between -4"F (-2O'C) to | 4O"F (60'C). Extreme
lemperslures outside |his ronge con permdnen|lly ddmdge
inlernol circvitry.

Specificatiorts

Ronge of roinfoll meqsuremenl:
Doi ly :  0-39.33 inches (0-999 mi l l imelers)
Weekly: 0-393.66 inches (0-9999 mill imeiers)
Monthly :  0-393.66 inches (0-9999 mi l l imeters)
Resolut ion:  0.04 inches ( l  mi l l imeter)

Accurocy:  + /  -3%

Trqnsmission: I00 feet (30 meters) in on open oreo
Tronsmissions senl every 30 seconds during roinfoll,
olherwise senl every 2t/z minules

Cfock:  Quor lz  prec is ions +/-  30 seconds per  month

Boltery Life: I yeor (olkoline bolleries recommended)


